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 Specifications 

Model name PW315 

Image sensor 2MP CMOS image sensor 

Maximum resolution 1080p/60 fps (up to 1920 x 1080 pixels) 

Diagonal field of view (dFoV) 95° 

Adjustable focus method Fixed-focus 

Format MJPEG and YUY2 

Microphone Omni-directional stereo microphones 

Response frequency 50Hz-10KHz 

Privacy shutter Yes 

Swivel tripod clip Yes (360°) 

Supported system Windows®, macOS®, Chrome OS™ 

Dimensions 95 x 53.6 x 45.8 mm / 3.7 x 2.1 x 1.8 in. 

AVerMedia utility support AVerMedia CamEngine (Windows®/macOS®);  

Features 
• Full HD 1080p at 60 fps with a 95° field of view 
• Auto framing and ePTZ 
• Omni-directional stereo microphones with AI noise reduction 
• Built-in privacy shutter and 360° swivel 

*All specifications are subject to change without prior notice.  

AVerMedia HD Wide-Angle Webcam – PW315 
The AVerMedia PW315 webcam streams and records video at full HD 1080p at 60 fps in ultra-wide 95°  field of view, 

making it perfect for video conferencing, remote teaching, and live streaming. 

EAN 471071067-405-2 

UPC 7-9552296687-2 

In the box  

• PW315 (Corded USB-A, 
Cable Length: 1.5 m / 4.92 ft.) 

• Quick Guide 

Color box dimensions  
• 382 (H) x 249 (W) x 365 (D) mm 
• 15 (H) x 9.8 (W) x 14.4 (D) in. 

 
Quantity per carton  
• 20 pieces per carton 
 

 

Shipping weight  
• 297 g (0.66 lbs.) 
 
 
Item weight  
• 129 g (0.28 lbs.) 

with cable 
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